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1. General
1.1 Contents of the guide

This document contains instructions for using the Climecon Hoods program. The Climecon
Hoods program will be installed as part of the Climecon MagiCAD plugin installation package.
Climecon Hoods is a Windows-based expansion of MagiCAD for the AutoCAD - program, with
the help of which can easily be dimensioned hoods and transfer them into the MagiCAD model.
The program contains the standardized solutions of Climecon hoods. Climecon Oy also
manufactures tailor-made, individual solutions of kitchen hoods. Of these, you can get more
information by contacting our technical support department.

1.2 Installing the software

1.3 Required software

The Climecon Hoods program is compatible with the following MagiCAD for AutoCAD

versions:
e MagiCAD 2023 and AutoCAD 2019-2023
e MagiCAD 2024 and AutoCAD 2021-2024

1.4 Installation

1. Climecon MagiCAD Plugin installation package can be downloaded at

https://portal.magicad.com/Download/ProductSearch?searchStr=Climecon&categoryld=3

2. Make sure that your MagiCAD version complies with the above requirements.
3. Run the Climecon MagiCAD plug-in installer on your workstation.

4. The installation has two options: Complete and Custom.

Complete installation installs both the programs for Climecon Hoods that
Climecon Air Terminal Devices.

ﬁ Climecon MagiCAD plugin for AutoCAD 2015.10.1 - InstallShield Wizard =
Program Maintenance 4_4
Modify, repair, or remove the program. u
@ Modify

Change which program features are installed. This option displays the
@ Custom Selection dialog in which you can change the way features are
installed.

) Repair

Repair installation errors in the program. This option fixes missing or
corrupt files, shortcuts, and registry entries.

) Remove

: Remave Climecon MagiCAD plugin for AutoCAD 2015. 10. 1 from your
E ‘ll computer.

Installshield

< Back ][ Next > ] [ Cancel
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With Custom installation option, you can choose the software to install.

ﬁ Climecon Plugin 2019.7.1 for AutoCAD 2015-2020 and MagiCAD - InstallShield Wi.. X

Custom Setup
Select the program features you want installed.

Click on an icon in the list below to change how a feature is installed.

Feature Description

mecon Hoods:
=3 ~ | Climecon TuiskuX
=3 ~ | Climecon VentX

This feature requires 13MB on
your hard drive.

Install to:
C:\Program Files\Climecon Oy\Climecon MagiCAD plugin for AutoCADY Change...

InstaliShield

Help Space < Back Cancel

For installation is recommended with the administrator rights. Note, If
you have more than one AUTOCAD platform: Before performing the
installation program start the MagiCAD program to ensure that Climecon
Hoods program will be installed on the same AUTOCAD platform as
MagiCAD.
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1.5 Starting the program

Before you start to use the Climecon Hoods program, start MagiCAD and open the MagiCAD
project.

When starting MagiCAD, the Climecon Hoods toolbar will appear on the screen of the
AUTOCAD window.

If the toolbar is not visible, Climecon Hood program has to be downloaded using the CUILOAD
or the MENULOAD command in AutoCAD command line.

The file CLIMECON_Hoods.cuix can be found in the folder of the installed program, which is
stored in the selected location or by default in the folder C:\ProgramData\Climecon Oy\Climecon
MagiCAD plugin for AutoCAD\Hoods.

E Lead/Unload Customizations

£ |

Loaded Customization Groups:

CUSTOM

EXPRESS

MAGICAD
MAGICIRCUITDESIGNER
MAGIPLUGINMANAGER x

m

File Mame:

When you press Load, Climecon Hoods toolbar will appear on the screen of AUTOCAD
window.
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Actions

Climecon Toolbar

For more information about the use of toolbar buttons see chapter: Program Menus.

Insert Climecon hood m
The Insert Climecon hood button is also used to add the kitchen hood to the drawing by the
Insert menu.

Insert Climecon hood from Huuva.X web application m
Insert Climecon hood through the Huuva.X network application button, it is used to insert the
kitchen hood to the drawing through the Huuva.X dimensioning program.

Insert Climecon supply/extract device n

Insert Climecon ceiling air conditioning supply/extract device is used

to insert the ceiling air conditioning device to the drawing through Insert ceiling air conditioning
devices.

Update Climecon product
This feature is used when editing an existing hood, or
ceiling air conditioning unit through a menu Edit Climecon devices.

Copy Climecon products to clipboard E
Copy Climecon devices from the drawing to the clipboard.

Paste Climecon products from clipboard E
Paste to another drawing the Climecon devices from the clipboard.
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3 Program Menus
3.1 Insert/Edit Climecon hoods
The Climecon hood menu appears when inserting a hood with Insert Climecon hood
button m or when editing the existing hood with Update Climecon products button.
:E: Climecon Hoods 2020.12.1 >

Hood type and size Database
Hood type (®) Local database
Standard Plus with Capture and Supply Air for Island Installation v | (O Internet database
width |2‘DOO - | o d:\dimecon\exe \x64\Climecon_20e.gpd
Depth | 1800 v mm Selected hood

CHU-2000x 1800x400-R 2( 1%315)-2001 /s-T2(1x200) +501/s-V3-FP=1

Height | 400 v mm
Top level of hood | 2200 | mm
Bottom level of hood | 1300 | mm
Light |Integrated LED |

Supply air
Supply duct connection size | 200 ~ | mm
Mumber of supply duct connections | 1 |
Total supply air flow | 50 | Ifs
Supply air flow [ duct connection | 50 | Ifs

Extract air
Extract duct connection size | 315 ~ | mm (® Rendered () Dimension
Mumber of extract duct connections | 1 | T S —.
Mumber of separators | 1 | Supply system |Sl Supply 1 ~ |
Total extract air flow [ 200 | 1 Extract system |E1Bxtract 1 |
Extract air flow / duct connection | 200 | Ifs Eizicene Circular duct -
Extract air flow / separator | 200 | Ifs . 1
Separator type |M..itiayer ~ |

Description | |

From the menu can be changed the properties of the hood such as the size, the air amounts as
well as the number of nozzles. For the actual dimensioning of the hood is recommended to use

Huuva.X proEm, which starts from the Insert Climecon hood from Huuva.X web

application

button.
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3.2 Insert Climecon hood using Huuva.X web application

Climecon Huuva.X kitchen hoods choice program starts from the toolbar button Insert

Climecon hood from Huuva.X web application.
With the program kitchen, hoods can easily be dimensioned based on the device information.
Air flow rates and dimensions can be entered directly.

11 Climecon Hoods 2020.12.1 X
L
:;: CLIMECON o
L] P L]

Dimensioning of hoods

Product family ? Installation method ? Dimensioning H
CleanMaster® had Wall had Select the size of the hood had
Air distribution [] Special size
(® Supply, capture and exhaust air Width: 2000 W |(mm)
(") Capture and exhaust air
- Depth: 1400 ™% (mm)
() Exhaust air only
Height: 560 “% (mm)

Exhaust air flow dimensioning

Dimensioning based on kitchen equipment

Device 1:

Type: dishwasher/dome wve  Power: 5 {kw)

The simultaneity factor: 0.80 wvw dm3/s v Air flow calculation pdf v

Ok Cancel

After submitting the source data, the dimensioning of the hood is performed by pressing the
“Search” button which will show the list of hoods matching the search criteria.

© Copyright 2023 MagiCAD Group | www.magicad.com
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111 Climecon Hoods 2020.12.1

Air distribution

(® Supply, capture and exhaust air
() Capture and exhaust air
() Exhaust air only

Exhaust air flow dimensioning

Dimensioning based on kitchen equipment =

Target

Position

Number

© Copyright Climecon 2018 climecon.fi

Ok

Device 1:
Type: dishwasher/dome w* Power:| 5 (kw)
The simultaneity factor: 0.280 ww dm3/s vv Air flow calculation pdf

X
[] special size N
Width: 2000 W* (mm)
Depth: 1400 ¥ [mm)
Height: 560 % [mm)

( Clear )

Cancel
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Search results

Ok

CleanMaster®

CLM-2000x1400x560-R1UV2(1x200)-801/s-T2(1x160)+72l/s-V3-FUV=1-F5=3

Installation: wall
Dimensions:
Inlets (Supply/Exhaust): 1 units D160,

1 units D200

CleanMaster®

2000%1400x560 (mm)

Supply Exhaust

Air flow: 72 80  (dmi/fs)
Pressure drop: 1 21 (Pa)
dB
Sound level: <23 33 (oo
(&)

CLM-1500x%1400x560-R1UV2(1x200)-801/5-T2(1x160)+72l/s-V3-FUV=1-F5=2

Installation: Wall
Dimensions: 1500x1400x560 (mm)
Inlets (Supply/Exhaust): 1 units D160,
1 units D200
CleanMaster®

Supply Exhaust

Air flow: 72 80 (dms)
Pressure drop: 2 21 (pa)
Sound level: <25 33 (LpsiodB

(A1)

CLM-2800x1800x560-R1UV2(1x200)-801/s-T2(1x160)+72l/s-V3-FUV=1-F5=4-PL150/PR150

Installation: wall
Dimensions:
Inlets (Supply/Exhaust): 1 units D160,

1 units D200

Note: This is a special sized hood

2800%1800x560 (mm)

Supply Exhaust

Air flow: 72 80  (dmi/fs)
Pressure drop: 1 21 (Pa)
dB
Sound level: <25 33 (oo
(a)
Cancel

User can select the listed hoods to get more product information.
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3 units blind filters

Information about the

lighting

Initial parameters
2000 x 1400 x 560

Supply
Air flows of the hood group 72 dmifs
Inlets 1D160
Pressure drop 1Pa

Sound level <25 L,,dB(A)

© Copyright Climecon 2018 climecon.fi

Ok

“ Dimensioning Diagrams Dimensional drawings

CLM-2000x1400x560-R1UV2(1x200)-801/5-T2(1x160)+ 721 /s-V3-FUV=1-F5=3

Installation method wall
Size 2000%1400x560 (mm)
Filters

1 units Uv-tested safety filters

Inlaid model, LED light 1 units 49W 4000K

The dimensions of the hood (mm)

w Show additional options

Product code Product information

CLM-2000x1400x560-R1

& Print product card

Save

Exhaust
30dmi/s
1D200
21Pa

33 LdB(A)

Cancel

When the hoods dimensioning is complete and the product is selected, the hood data is
transferred to the MagiCAD program by pressing the Ok button.

In the menu are determined the supply and extract air systems and the height level.

i1 Climecon Hoods 2020.12.1
Database
(® Local datsbase

(O Internet database

Duct connections

Supply system
Extract system

Duct serie

Height level

Top level of hood

Bottom level of hood

User code a1

di\dimeconexe\x54\Climecon_20e.qpd

Change...

51 Supply 1 e

ElExtract 1 ~

1540

mm

mm

Description |

Cancel

The hood is ready to be transferred to the drawing.
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In addition to MagiCAD commands in processing the hood, the program supports the most
common AUTOCAD commands, such as mirror, copy, paste, array, etc.

In order to avoid the error message of the dimensioning, the equipment, and adjustment
dampers must be given sufficiently small balancing limits. The balancing options can be found
from MagiCAD V&P -> Project -> Ventilation -> Sizing methods, Balancing methods and
Calculation options.

© Copyright 2023 MagiCAD Group | www.magicad.com
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Insert/Edit Climecon ceiling air conditioning devices

The Climecon ceiling devices menu appears when inserting the device Insert Climecon
supply/extract device n or when editing the existing hood with Update Climecon products

Yy
button. M

:E: Climecon Hoeds 2020.12.1 *
Supply [ Extract device type Database
Device type () Supply @Exract  (OPanels OLights ®
1 |CleanMasber exhaust air device for island installation w | O Internet database
i - d:\dimecon\exe'x64\Climecon_20e.qpd
Depth 820 ~ o mm Selected device
2 Height 400 ~ mm CREUY-1500-2
Top level of device
Bottom level of device
Supply air
3 Supply duct connection size
Mumber of supply duct connections
Total supply air flow
Supply air flow [ duct connection
Supply impulee air
4 Supply duct connection size
Mumber of supply duct connections
Total supply air flow
Supply air flow [ duct connection
R (®) Rendered () Dimension
5 Extract duct connection size 250 ~ mm Duct connections
Mumber of extract duct connections 1 Supply system S15upply 1 s
Number of separators Extract system 6 |E1 Extract 1 ~
Total extract air flow 200 Iis Duct serie Circular duct -
Extract air flow / duct connection 200 Ifs
Extract air flow / separator Ifs User code CcL1
Separator type uv ~ Description ‘ |
[ o 1]

Select the type of supply/extract air device, ceiling panel or lamp.

Enter the dimensions of the device.

The size, quantity and flow of air from the nozzles of air supply devices.

The size, quantity and flow of air from the air control nozzles of air supply devices.

The size, quantity and flow of air of the nozzles of extract air devices. In addition can be
selected the number and type of grease traps.

The supply and extract air duct systems.
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4 Copy/insert Climecon devices
With the program, it is easily possible to copy Climecon devices, e.g., from the drawings

obtained through the planning service and to insert them into the design drawings.

Copying starts with the button Copy Climecon products to clipboard E after which from
the drawing are selected the devices to be copied.

The copied devices will be transferred to the new drawing with the Paste Climecon products

from clipboard E button.

In this case, in the menu can be defined by double-clicking e.g. the supply and extract air
systems to be used.

Climecon Hoods 2020.12.1 *
Database
(® Local database Change...

(O Internet database
d:'\dimeconexe w64\ Climecon_20e.gpd

Product code User code Supply system Extract system Exhaust system Qutdoor system Duct serie
CLM-2000x 1400x560-R 1UV2({1x200)-801/5-T2... CL1 51 Supply 1 E1Extract 1

Cancel
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5 Annex A: Technical support

MagiCAD technical support:
MagiCAD support

Phone (02) 8387 6022
tuki@magicad.com

Technical support of Climecon devices:
Climecon Oy

Phone 020 198 6607
esa.huuskonen@climecon.fi
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